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Keeping Virus’ Out
Encouraging People In

How our Solution Works:

Why Use Fever Screening?

• The camera will either automatically scan and show a 
result, or if required, the user can use an ID card to 
trigger the camera if data logging is required.

• User Simply walks up to the camera and pauses 
approximately 1m away.

Infrared energy is emitted 
from the surface…

IR energy is converted 
to temperature…

Temperature is 
scaled as colours… Analysing every pixel 

in the area…

Highlighting the highest temperature 
as the result.
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Benefits of the                :

Keeping Virus’ Out
Encouraging People In
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Please remember, Fever Screening solutions are only indicators of high temperature. Suspect instances should always be followed up with further investigation.

Absolute camera accuracy

• Meets the requirements of ISO 
80601-2-59, Safety and 
Performance of Temperature 
Screening of Humans

• Using the “Black Body Reference” 
we achieve accuracies of +/- 0.5 °C 
or better

• Calibrated Camera with 388x282 
Pixels

• High resolution is important as the 
target to measure is the Medial 
Canthus, which covers an area less 
than 4mm

• The Medial Canthus area of the 
human body represents the closest 
correlation to our core 
temperature Ideal for:

Factory / Office Receptions  | Train Stations
Security Check Points | Hospitals / Surgeries   
Leisure Facilities | Retail and Hospitality 
Schools / Colleges / Universities  |  Airports
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